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Holder of Certificate: KRAUSE Werk GmbH & Co. KG
Am Kreuzweg 3
36304 Alsfeld
GERMANY

Certification Mark:

 
Product: Climbing ladders

Fixed ladders - escape ladders

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the testing and certification regulations of TÜV SÜD Group have to be complied. 
For details see: www.tuvsud.com/ps-cert

Test report no.: 028-713182398-001

Valid until: 2025-11-10

Date, 2020-11-20

( Steffen Veit )
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Model(s): BG 6101 / BG 6102 / BG 6103
BG 6104 / BG 6105 / BG 6106

Parameter:

 

fixed ladder system  

BG 6101 / BG 6104 ascent to control and maintenance work on buildings

BG 6103 / BG 6106 ascent to machine and racking systems

BG 6102 / BG 6105 escape route at emergency and fire ladders

 BG 6101 / BG 6102 / BG 6103 BG 6104 / BG 6105 / BG 
6106

ladder part art-no. art-no.

1,96 m 835536 838001

2,80 m 835543 838018

3,64 m 835550 838025

ladder connector 835529 838032

material S235 JR verzinkt EN AW 6063 T66

back rest   

frame 835420 838056

strut 835567 838094

frame ¾ 835437 838063

connector for double 

ring

835413 838070

material S235 JR verzinkt EN AW 6063 T66

wall anchor fixed 835239

transfer platform 835444 / 838117

exit bar 835772 / 838209

passage barrier 837028

material S235 JR galvanized
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BG 6101 / BG 
6104

fixed ladders for construction-works acc. DIN 18799-1

version single line fixed ladders with back rest, max. vertical range 10 m;

several line fixed ladders with back rest, vertical range 10.64–18.76 m, max. 

ladder length 10 m;

BG 6102 / BG 
6105

escape ladders acc. 14094-1

version single line fixed ladders with back rest, max. vertical range 10 m;

several line fixed ladders with back rest, vertical range 10.92–18.76 m, max. 

ladder length 6 m;

BG 6103 / BG 
6106

fixed ladders for acccess of machinery acc. DIN EN ISO 14122-4

version single line fixed ladders with back rest, max. vertical range 10 m; 
several line fixed ladders with back rest, vertical range 10.92–18.76 m, max. 

ladder length 6 m;

 
Tested according to: EN ISO 14122-4:2016

DIN 18799-1:2019
DIN 14094-1:2017

Production 
Facility(ies):

011393, 078715
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This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




